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. PRECONSTRUCTION INCIDENTALS

{A) PROJECT SPECIFICATIONS/REQUIREMENTS:

ALL WORK REQINRED TO COMPLETE THIS IMPROVEMENT SHALL
BE PERFORMED IN ACCORDANCE WITH

SPECIFICATIONS /REQUIREMENTS OF THE CITY OF CANTON AND
THE LATEST EDITION OF THE STATE OF OHIO DEPARTMENT OF
TRANSPORTATION CONSTRUCTION AND MATERIAL SPECIFICATIONS,
EXCEPT AS HEREIN AMENDED. IN THE CASE OF A CONFLICT
BETWEEN THE CITY OF CANTON AND THE OHIO DEPARTMENT OF
TRANSPORTATION SPECIFICATIONS/REQUIREMENTS, THE CITY OF
CANTON REQUIREMENTS WILL TAKE PRECEDENCE, UNLESS
OTHERWISE DIRECTED BY THE CITY ENGINEER.

THE DEVELOPER/CONTRACTOR SHALL COMPLY WITH THE CITY OF
CANTON SUPPLEMENTAL SPECIFICATION 01-00 PROJECT
DOCUMENTATION AND SUBMITTAL REQUIREMENTS .

LB) ADMINISTRATIVE REQUIREMENTS:

THE DEVELOPER/CONTRACTOR SHALL BE RESPONSIBLE FOR
FULLY COMPLYING WITH ALL THE ADMINISTRATIVE DUTIES HEREIN
CONTAINED.

THE DEVELOPER/CONTRACTOR SHALL DESIGNATE TO THE CITY
AN EMPLOYEE RESPONSIBLE FOR CORRESPONDENCE,
NOTIFICATIONS, AND SUBMITTALS PERTINENT TO THE PROVECT.

{C)_PRECONSTRUCTION MEETING:

A PRECONSTRUCTION MEETING WITH THE DEVELOPER,
CONTRACTOR, REPRESENTATIVES OF ALL UTILITY COMFANIES,
THE CITY OF CANTON ENGINEERING DEPARTMENT AND THE CITY
OF CANTON WATER DEPARTMENT IS REQUIRED FOR THIS
PROJECT PRIOR TO THE START OF ANY CONSTRUCTION ACTMITY.

FOR SUBDMSION DEVELOPMENTS, THE DEVELOPER SHALL
CONTACT THE CITY ENGINEER'S OFFICE TO ARRANGE A MEETING
DATE. THE DEVELOPER WILL CONTACT THE ABOVE AGENCIES TO
CONFIRM THE MEETING DATE.

FOR CITY GENERAL PROJECTS, THE CITY ENGINEER WILL
CONTACT THE CONTRACTOR TO ARRANGE A MEETING DATE. THE
CITY ENGINEER WILL CONTACT THE ABOVE AGENCIES TO
CONFIRM THE MEETING DATE.

[D) PROJECT SAFETY:

THE CONTRACTOR SHALL MAINTAIN A SAFE WORKING
ENVIRONMENT AT THE PROJECT SITE AT ALL TIMES. THE
CONTRACTOR SHALL PROPERLY SUPPORT AND/OR MAINTAIN ALL
EXCAVATIONS PER APPLICABLE SAFETY REQUIREMENTS AND
COMPLY WITH ALL O.5.HA. REGULATIONS. ADEQUATE
BARRICADES, WARNING LIGHTS, SIGNS, FENCING, ETC. SHALL BE
ERECTED AROUND THE CONSTRUCTION AREA DURING ALL
NON~WORKING HOURS TO ALERT PERSONS OF THE POTENTIAL
DANGER ASSOCIATED WITH THE AREA UNDER CONSTRUCTION AS
WELL AS TO PREVENT ACCESS BY LNAUTHORIZED PERSONNEL
TO THE CONSTRUCTION SITE/AREA. THE CONTRACTOR IS
RESPONSIBLE FOR ENSURING THE SAFETY OF THE GENERAL
PUBLIC AS WELL AS ALL CONSTRUCTION PERSONNEL. PUBLIC
STREETS SHALL BE KEPT CLEAN AND FREE OF DEBRIS (MUD,
STONE, ETC.) AT ALL TIMES. THE CONTRACTOR SHALL ALERT
ALL LOCAL EMERGENCY AGENCIES (FIRE, POLICE, AMBULANCE,
ETC.) OF THE NATURE OF THE PROPOSED PROJECT PRIOR T0
BEGINNING AND CONSTRUCTION ACTMITY. ACCESS FOR
EMERGENCY VEMICLES SHALL BE MAINTAINED AT ALL TIMES.

(E) UNDERGROUND UTHITES:

THE LOCATIONS OF EXISTING UNDERGROUND UTILITIES SHOWN
ON THE PLANS WERE OBTAINED BY FIELD OBSERVATIONS, FROM
EXISTING RECORDS, AND/OR FROM THE OWNERS OF THE
RESPECTVE UTILITIES. THE INFORMATION AS SHOWN IS
BELIEVED TO BE CORRECT, HOWEVER, THE COMPLETENESS AND
ACCURACY OF THIS iNFORMATION CANNCT BE GUARANTEED,
THE CONTRACTOR SHALL BE RESPONSIBLE TO CONTACT ALL THE
VARIQUS UTILITY COMPANIES (PUBLIC AND PRIVATE} TO VERIFY
THE EXISTENCE, LIMITS AND/OR LOCATION OF ANY UTILITIES
WHICH MAY BE ALONG THE ROUTE OR WITHIN THE VICINITY OF
THIS IMPROVEMENT.

LF)_UTHITY NONFICATION:

AT LEAST TWO WORKING DAYS PRIOR TO COMMENCING

OPERATIONS ON THIS PROJECT, THE CONTRACTOR SHALL NOTIFY

THE CITY ENGINEER, THE REGISTERED UTILITY PROTECTION
AGENCY/SERVICE, AND THE OWNERS OF ANY OTHER UTILITIES
(PUBLIC AND/OR PRIVATE) THAT MAY HAVE UTILITY LINES OR

FACILITIES WITHIN THE VICINITY OF THIS PROJECT BUT WHO ARE
NOT MEMBERS OF THE REGISTERED UTILITY PROTECTION SERVICE.

THE OWNERS OF ANY UNDERGROUND UTILITY FACILITY SHALL,
WITHIN 4B HOURS AFTER NOTICE IS RECEIVED, EXCLUDING

SATURDAYS, SUNDAYS AND OTHER LEGAL HOLIDAYS; STAKE, MARK
OR OTHERWISE DESIGNATE THE EXISTENCE AND/OR LOCATION OF

THE UNDERGROUND UTILITY FACILITIES IN THE CONSTRUCTION
AREA IN SUCH A MANNER AS TO INDICATE THEIR COURSE

TOGETHER WITH THE APPROXIMATE DEPTH AT WHICH THEY WERE

INSTALLED. THE MARKING AND/OR LOCATING SHALL BE
COORDINATED TO STAY APPROXIMATELY TWO WORKING DAYS
AHEAD OF THE PLANNED CONSTRUCTION.

OHIO UTILITIES PROTECTION SERVICE: 1-800-362-2764 (CONTACT

NON-MEMBERS DIRECTLY),

THE PRIMARY UTILITIES WITHIN THE CATY OF CANTON AREA:

NATURAL _GAS DISTRIBUTION
DOMINION EAST OHIO GAS
320 SPRINGSIDE DR.
AKRON, OHIO 44333
330-664—2409

ATTN. MARY LONG
EMERGENCY NO.
1-800-521—4400

TIME WARNER CABLE

5520 WHIPPLE AVE N.W,
NORTH CANTON, OHIO 44720
330—494—9200, EXT. 87
ATTN: TiM KNIGHT

CITY ENGINEER'S OFFICE
2436—-30TH ST, N.E
CANTON, OHIO 44705
330-489-3381

ATTN:  DAN MOEGLIN

NATURAL GAS TRANSMISSION
DOMINION EAST OHIO GAS
7015 FREEDOM AVE, N.E,
NORTH CANTON, OHIO 44720
530-266-2120

ATTN: FRANK MARTIN

JELEPHONE

SBC

50 WEST BOWER STREET
AKRON, OHIC 44308
330-364-8057

ATTN: JiM BUETEL
EMERGENCY NO, — 24 HRS.
1-800-572—4545 OPTION{4

ELECTRIC
AMERICAN ELECTRIC POWER
301 CLEVELAND AVE, S.W.
P.O. BOX 24400
CANTON, OHIO 44701-4400
330-438-7752
ATTN: KEN HUOT
EMERGENCY NO.
1-800-572-2017

WATER

WATER DEPARTMENT

2664 HARRISBURG RD. N.E.
CANTON, OHIO 44708
330-488-3310

ATTN: LEWI MILLER

IRAFFIC INTERCONNECT
CITY ENGINEER'S OFFICE
2436-30TH ST. N.E
CANTON, OHIO 44705
330-489-3370

ATIN: NICK LOUKAS

THE CITY ENGINEER'S OFFICE IS TO BE CONTACTED DIRECTLY
FOR SANITARY AND STORM SEWER AND TRAFFIC INTERCONNECT
FACILITIES LOCATION: 330-483-3381.

{G) PROPOSED PUBLIC UTHITY LOCATION IN PROPOSED

SUBDMISIONS:

THE DEVELOPER/CONTRACTOR AND REPRESENTATIVES OF THE
CITY OF CANTON SHALL MEET WITH REPRESENTATIVES OF THE

VARIQUS PUBLIC UTILITY COMPANIES (EAST OHIO GAS, AMERICAM

ELECTRIC POWER, AMERITECH, WARNER CABLE, ETC.) TO
DETERMINE THE APPROPRIATE LOCATION FOR THESE UTILITIES
WITHIN THE PROJECT SITE. ONCE AN AGREEMENT HAS BEEN
REACHED, IT SHALL BE THE RESPONSIBILITY OF THE LTILITY
OWNERS TO INSPECT THE INSTALLATION OF THE VARIOUS

PUBLIC UTILITY LINES WITHIN THE ROAD RIGHT—OF—-WAY TO
ENSURE THAT CONFLICTS ARE AVOIDED AND ADEQUATE
CLEARANCE AND OFFSETS WITH OTHER UTILITES ARE
MAINTAINED.  UTILITY COMPANIES SHALL SUBMIT PLANS
INDICATING THEIR PROPOSED IMPROVEMENTS AND FACILTIES TO
THE CITY OF CANTON FOR APPROVAL, THE SITE CONTRACTOR
SHALL COORDINATE HIS WORK WITH THE INSTALLATION OF THE
OTHER UTILINES NOT OWNED BY THE CITY.

{H) EXPLORATORY BORINGS:

EXPLORATORY SOIL BORING INFORMATION IS NOT THE
RESPONSIBILITY OF THE CITY OF CANTON, [T IS THE
DEVELOFPER/CONTRACTOR RESPONSIBILITY TO REVIEW ANY AND
ALL INFORMATION AVAILABLE. IF DEVELOPER/CONTRACTOR
REQUESTS TO DRILL AND OR EXCAVATE WITHIN THE CRIY'S R/W,
THE DEVELOPER/CONTRACTOR SHALL NOTIFY THE CTY ENGINEER
AT LEAST 3 WORKING DAYS PRIOR TO THIS WORK., THE
DEVELOPER/CONTRACTOR SHALL BE RESPONSIBLE FOR ALL
UTILITY NOTIFICATION, AS SPECIFIED, ALL TRAFFIC CONTROL,

PREMIUM BACKFILL, COMPACTION AND RESTORATION, AS
NECESSARY.

{1] CONTINGENCY OUANTITIES:

WHEN SPECIFIED ON PLANS OR SPECIFICATIONS, CONTINGENCY
QUANTITIES ARE TO BE PERFORMED ONLY UNDER DIRECTION OF
THE CITY ENGINEER, THE DEVELOPER/CONTRACTOR SHALL NOT
ORDER ANY CONTINGENCY MATERIAL OR PERFORM ANY WORK
UNTIL DIRECTED BY THE ENGINEER, THE ACTUAL WORK
LOCATION AND QUANTITES FOR SUCH MEMS SHALL BE
DOCUMENTED BY THE DEVELOPER/CONTRACTOR AND THE
ENGINEER,

. CONSTRUCTION INCIDENTALS

{A) PIAN DISCREPANCIES:

ANY DISCREPANCIES FROM THE PLAN INFORMATION SHALL BE
BROUGHT TO THE ATTENTION OF THE ENGINEER SO THAT THE
APPROPRIATE ADJUSTMENTS IN ALIGNMENT ANDVOR GRADE MAY BE
MADE PRIOR TO THE START OF GONSTRUCTION OR THE
CONTINUATION OF THE ABOVE. .

FAILURE BY THE DEVELOPER/CONTRACTOR TO VERIFY AND/OR
DETERMINE EXISTING INFORMATION AS INDICATED WILL RESULT IN
THE CONTRACTOR BEING RESPONSIBLE FOR ANY CHANGES
NECESSARY TO COMPLETE THE WORK SPECIFIED WITHOUT
ADDITIONAL COMPENSATION.

{B) VERIAICATION OF UNDERGROUND UTILITIES:

THE DEVELOPER/CONTRACTOR SHALL BE RESPONSIBLE TO
VERIFY THE EXISTENCE AS WELL AS THE ACTUAL LOCATION,
ALIGNMENT, AND ELEVATIONS OF ALL EXISTING
UTILITIES/FACILITIES WITHIN AND/OR ADJACENT TO THE GENERAL
LIMITS OF THESE IMPROVEMENTS INCLUDING WATERLINES,
SANITARY AND STORM SEWERS, GAS LINES, COMMUNICATION
LINES/BANKS, ELECTRIC LINES, ETC. THIS MAY REQUIRE
EXPLORATORY EXCAVATIONS TO BE PERFORMED BY THE
CONTRACTOR FOR WHICH HE WiLL NOT BE REIMBURSED. THE
CONTRACTOR SHALL MOT ASSUME THAT EXISTING

UTILITIES /CONDUITS WERE INSTALLED AT TYPICAL/STANDARD
DEPTHS OR AT UNIFORM SLOPES/GRADES/DEPTHS BETWEEN
ACCESS POINTS (CATCH BASINS, MANHOLES, JUNCTION
CHAMBERS, ETC.}

WHERE PLANS PROVIDE FOR A PROPOSED CONDUIT TO BE
CONNECTED TO, OR CROSS OVER OR UNDER AN EXISTING
SEWER OR UNDERGROUND UTILITY, THE CONTRACTOR SHALL
LOCATE THE EXISTING PIPES OR UTILITIES BOTH AS TO LINE
AND GRADE BEFORE STARTING TO INSTALL THE PROPOSED
CONDUIT.

{C) PROTECTION OF UTHIDES:

THE DEVELOPER/CONTRACTOR SHALL TAKE ALl PRECAUTIONS
NECESSARY TO PROTECT AND SUPPORT EXISTING UTILITIES
ENCOUNTERED DURING THE CONSTRUCTION OF THE PROPOSED
IMPROVEMENTS AS APPRGVED BY THE OWNERS OF THE UTILITY
AND THE CITY ENGINEFR.

THE DEVELOPER/CONTRACTOR SHALL BE RESPONSIBLE TO
CLOSELY COORDINATE THEIR WORK WITH ALL UTILITY COMPANIES,
mANY POTENTIAL DELAYS WILL NOT BE THE RESPONSIBILITY OF

E CITY.

THE CONTRACTOR SHOULD EXPECT AT A MINIMUM ONE
SANTTARY SEWER LATERAL, ONE ROOF DRAIN, ONE WATER
SERVICE, AND ONE GAS SERVICE FOR EACH LOT. ANY OF THE
ABOVE UTILTIES DAMAGED DUE TO THE CONTRACTOR'S WORK
SHALL BE RESTORED TO THE UTILITY OWNER'S SATISFACTION AT
THE CONTRACTOR'S EXPENSE.

{0) MAINTEMANCE OF UTHITY SERVICES:

THE CONTRACTOR SHALL BE RESPONSIBLE TO MAINTAIN UTILITY
SERVICES AT ALL TIMES.

WATER SERVICE MAY BE INTERRUPTED FOR LIMITED PERIODS

(4 HOURS MAXIMUM) DURING CONNECTION BETWEEN EXISTING
WATER LINES AND RELOCATED/NEW WATER MAINS WHICH
CANNOT BE COMPLETED OTHERWISE. NO SHUT DOWN SHALL
OCCUR WITHOUT WRITTEN PERMISSION OF THE CITY OF CANTON
WATER DEPARTMENT. PROPERTY OWNERS AFFECTED BY
APPROVED INTERRUPTED SERVICE SHALL BE NOTIFIED 48
HOURS IN ADVANCE BY THE CONTRACTOR.

STORM SEWER AND SANITARY SEWER SERVICES SHALL BE
MAINTAINED WITHOUT INTERRUPTION, UNLESS APPROVED BY THE
CITY ENGINEER.

IN THE EVENT THAT CONSTRUCTION DISRUPTS THE FLOW OF A
SANITARY SEWER, THE CONTRACTOR SHALL IMMEDIATELY RECTIFY
THE DISRUPTED SEWER HY EITHER TEMPORARILY FLUMING WITH
MATERIALS ACCEPTABLE TO THE ENGINEER OR BYPASSING WITH
PUMPS, COST OF MAINTAINING AND REPAJR OF SANITARY
SEWERS DISTURBED BY CONSTRUCTION SHALL BE AT THE
CONTRACTOR'S EXPENSE.

{E} CONSTRUCTION NOISE:

CONSTRUCTION NOISE ASSOCIATED WITH ANY IMPROVEMENT
PROJECT, SHALL BE LIMITED TO LEVELS COMMENSURABLE WITH
ADJOINING LAND AND THEIR ASSOCIATED USAGE AS DETERMINED
BY THE CITY ENGINEER. IN ORDER TO MINIMIZE ANY ADVERSE
CONSTRUCTION NOISE IMPACTS, ANY POWER—OPERATED
CONSTRUCTION-TYPE DEVICE SHALL NOT BE OPERATED
BETWEEN THE HOURS OF 7:00 P.M. AND 7.00 AM., UNLESS
AUTHORIZED By THE CITY EMGINEER.

{F) OPEN TRENCH CONSTRUCTION:

THE DEVELOPER/CONTRACTOR SHALL BE RESPONSIBLE FOR ALL
EXCAVATION /TRENCHING PRACTICES FOR THE PROPOSED
IMPROVEMENT, OR AS FURTHER SHOWN ON THE PLANS AND
SPECIFICATIONS,

THE DEVELOFER/CONTRACTOR SHALL FOLLOW ALL LOCAL AND
STATE REGULATION, INCLUDING FEDERAL REGULATION, PART
1928, SUB PART P FOR ALL APPLICABLE REQUIREMENTS AND
RESPONSIBILITIES,

PRIOR TD COMMENCING CONSTRUCTION, THE
DEVELDPER/CONTRACTOR SHALL NOTIFY THE CITY ENGINEER OF
THE PROJECT'S ASSIGNED "COMPETENT PERSON" IN OSHA
EXCAVATION STANDARDS.

LG) TRENCH CLOSING AND TEMPORARY JOPPING:

THE DEVELOPER/CONTRACTOR SHALL BE RESPONSISLE TO
DETERMINE THE NECESSARY LEVELS OF PROTECTION AND
SAFEGUARDING OF ALL OPEN TRENCHES, WHEN WORK IS EITHER
COMPLETED AT THE END OF THE DAY OR SUSPENDED FOR ANY
OTHER REASON.

AS A MINIMUM, THE CITY REQUIRES ALL TRENCHES TO BE
TOPPED WITH 4" OF ODOT 304 LIMESTONE FOR TRENCHES
WITHIN EXISTING ROADWAY PAVEMENTS WHEN THE ROADWAY WILL
BE OPENED TO VEHICULAR TRAFFIC PRIOR TO PAVEMENT
REPLACEMENT.

THE TRENCH TOPPING MATERIAL SHALL BE ROLLED OR
OTHERWISE COMPLETED AND BE FURNISHED FLUSH WITH THE
EXISTING ADJOINING PAVEMENT,

[H) DUST CONTROL:

THE DEVELOPER/CONTRACTOR SHALL FURNISH AND APPLY
WATER AND CALCIUM CHLORIDE FOR DUST CONTROL AS
DIRECTED BY THE ENGINEER. SUFFICIENT QUANTITIES OF
CALCIUM CHLORIDE SHALL BE STORED ON THE JOB SITE AT
ALL TIMES TO BE USED FOR DUST CONTROL.

EFF. DATE: APR 2001
LAST REV: FEB 2006
DRAWN BY: G.HC.

DWG{ co_Gen~Nolss

SHEET: 1 OF 4

APPROVED BY: J.M.D.

OFFICE OF THE CITY ENGINEER
CANTON, OHIO
DANIEL J. MDEGLIN, P.E., CITY ENGINEER

(330)400-338

2438 30th STREET N.E 44703
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il. CONSTRUCTION INCIDENTALS (continued)

[1) JESTING OF UTITIES:

L NEWLY CONSTRUCTED WATERLINES AND SANITARY SEWE
(INBLUDING LATERALS) MUST BE INSTALLED AND TESTED
ACCORDANCE WITH AFPPLICABLE STANDARDS (AWWA, ETCc) PER
THE O ENVIRONMENTAL PROTECTION AGENCY, AND/PER THE
REQUIREM OF THE CITY OF CANTON CITY AND/WATER
ENGINEERINI EPARTMENT.

SANITARY SEWERS\SHALL BE TESTED BY D OPER/CONTRACTOR
IN ACCORDANCE WITW_THE CITY OF N'S SUPPLEMENTAL

SPECIFICATION:
0200 TESTING FOR ESSIVE DEFLECTION FOR NON-
PRESSURE THE TIC SEWER PIPE.
03-00 TESTING PRACHCES LOW-PRESSURE AIR TESTING
OF INST/ | NON-PRESURE, THERMOPLASTIC SEWER
PIPE,
0401 5T TEST METHOD FOR SEWER

HOLES BY THE NEGATIVE AIR SSURE TEST.

SANITARY STORM SEWERS CONSTRUCTED THIS PROJECT
SHALL TELEVISED BY THE DEVELOPER/CONTRAC IN
ACCORDANCE WITH CITY OF CANTON'S SUPPLEMENTAL
SPLEIFICATION:

0501 SEWER TELEVISION INSPECTION AND DOCUMENTA
PROCEDURE,

{J)_PRESFRVATION OF EXISTING STRUCTURES:

THE DEVELOPER/CONTRACTOR SHALL PERFORM WORK SO AS TO
NOT DISTURB, DAMAGEL OR DESTROY ANY MAILBOX, PAPER BOX,
TELEPHONE OR POWER POLES, SIGNS, FENCES, RETAINING
WALLS, LANDSCAPING ITEMS, ETC, ANY ITEM DAMAGED SHALL
BE REPLACED AT THE CONTRACTOR'S EXPENSE ANY [TEM
DISTURBED OR IN CONFLICT WITH THE WORK TO BE
PERFORMED SHALL BE REMOVED AND RESET AT THE
CONTRACTOR'S EXPENSE UNLESS OTHERWISE NOTED IN THE
PLANS OR SPECIFICATIONS.

{K) SALYAGED CASTINGS:

WHEN DIRECTED BY THE CITY ENGINEER, ALL CASTINGS SHALL
BE CAREFULLY REMOVED AND STORED ON SITE OR DELIVERED
TO A LOCATION DESIGNATED BY THE CITY ENGINEER.

L) PLUG EXISTING CONDUIT:

THIS ITEM SHALL CONSIST OF THE CONSTRUCTION OF
BULKHEADS IN AN EXISTING CONDUIT TO BE ABANDONED,

BULKHEADS SHALL CONSIST OF BRICK AND/OR CONCRETE
MASONRY WITH A MINIMUM THICKNESS OF 12 INCHES.

PAYMENT FOR PLUGGING OF EXISTING CONDUIT FOR
ABANDONMENT SHALL BE INCLUDED IN THE UNIT BID OF THE
VARIOUS ITEMS OF THE PROJECT.

{#) CONSTRUCTION IAYOUT:

THE DEVELOPER/CONTRACTOR SHALL BE RESPONSIBLE FOR ALL
CONSTRUCTION LAYOUT UTUIZING PERTINENT PLAN DATA. THE
CITY ENGINEER WILL NOT BE RESPONSIBLE FOR STAKING
HORIZONTAL OR VERTICAL CONTROL. CONSTRUCTION LAYOUT
SHALL BE IN ACCORDANCE WITH ODOT 623 CONSTRUCTION
LAYOUT STAKES.

AT THE CITY ENGINEER'S REQUEST THE CONTRACTOR SHALL
MAKE AVAILABLE ALL SURVEY FIELD NOTES FOR REVIEW.

IN) EXISTING MONUMENTATION:

THE CONTRACTOR SHALL PRESERVE ALL CORNERSTONES, IRON
PINS, CONCRETE MONUMENTS AND/OR ANY TYPE OF LAND
MONUMENT. (HE SHALL HAVE ALL MONUMENTS IN THE
PROXIMITY OF THE WORK REFERENCED,) THE CONTRACTOR
SHALL REPLACE/RESET ANY DISTURBED OR DAMAGED
MONUMENTS AND SHALL FURNISH A CERTIFICATION BY A
REGISTERED SURVEYOR THAT THE MONUMENTS HAVE BEEN
RESTORED.

{Q) ELEVATION DATUM:
ALL ELEVATIONS AREA BASED ON THE NAVD 1583 DATUM.

{P) DEWATERING OPERATIONS:

WHEN DEEMED NECESSARY, THE DEVELOPER/CONTRACTOR MAY
INSTALL DEWATERING EQUIPMENT PRIOR TG THE COMMENCEMENT
OF CONSTRUCTION.

THE PROPOSED LOCATION OF WELL POINTS, HEADER PIPE,
ELECTRICAL DISTRIBUTION, GENERATORS AND DISCHARGE PIPLS,
ETC. SHALL BE THE RESPONSIBILITY OF THE
DEVELOPER/CONTRACTOR.

THE DEVELOPER/CONTRACTOR SHALL BE RESPONSIBLE FOR ALL
PERMITS FOR THE INSTALLATION AND SUBSEQUENT REMOVAL OF
DEWATERING EQUIPMENT AS MAY BE NECESSARY PER STATE
AND LOCAL GOVERNING AGENCIES.

INSTALLATION OF ALL ELECTRICAL ECQUIPMENT, INCLUDING
GROUNDING AND PROTECTION SHALL BE THE RESPONSIBILITY OF
THE DEVELOPER/CONTRACTOR.

DEVELOPER/CONTRACTOR SHALL PROVIDE ALL COMBUSTIBLE
ENGINE DRIVEN GENERATORS WITH “HOSPITAL GRADE®™ MUFFLERS.
MUFFLERS SHALL BE RATED, AT A MAXIMUM OF 67 dB AT 23
FEET AWAY RUNNING FULL LOAD.

{0) INSPECTION:

ALL WORK REQUIRED FOR THIS IMPROVEMENT SHALL BE
SUBJECT TO INSPECTION BY THE CITY OF CANTON OR THEIR
DESIGNATED REPRESENTATIVE, THE CONTRACTOR SHALL GIVE A
48 HOUR NOTICE BEFORE STARTING ANY WORK ON THIS
PROJECT AND SHALL KEEP THE CITY INFORMED OF HIS/HER
CONSTRUCTION SCHEDULE. NO WORK SHALL BE PERFORMED
UNLESS AN AUTHORIZED INSPECTOR IS PRESENT.

{R) FIELD OFFICE:
THE DEVELOPER/CONTRACTOR SHALL PROVIDE A FIELD OFFICE

IN ACCORDANCE WITH ODOT 619. THE FIELD OFFICE SHALL BE
TYPE ‘A, UNLESS OTHERWISE SPECIFIED.

Iil. EARTHWORK / SITE WORK

{A) EASEMENTS AND RIGHT-OF WAY:

THE DEVELOPER/CONTRACTOR SHALL STAY WITHIN THE
PROPERTIES, EASEMENTS, AND/OR RIGHT—OF—WAY PROVIDED AT
ALL TIMES. NO MATERIAL SHALL BE STORED NOR ANY WORK
PERFORMED ON PRIVATE PROPERTY. DISTURBANCE OF EXISTING
FEATURES AND/OR IMPROVEMENTS SHALL BE KEPT TO AN
ABSOLUTE MINIMUM AND AS APPROVED BY THE CITY
ENGINEER/PROPERTY OWNER.

(B) SUMABHITY OF SITE:

THE CITY OF CANTON WHL NOT BE RESPONSIBLE FOR THE
TYPE AND/OR SUITABILITY OF THE MATERIAL UNDERLYING THE
PROJECT S[TE. THE DEVELOPER/CONTRACTOR MUST APPRAISE
THEMSELVES OF ANY EXISTING SITE CONDITIONS WHICH MAY
AFFECT THEIR BID OR THE PERFORMANCE OF THE REQUIRED
WORK. THE DEVELOPER/CONTRACTOR SHALL PERFORM ANY
INVESTIGATIONS AND/OR TESTING NECESSARY TO ADEQUATELY
DETERMINE /ESTIMATE TO THEIR SATISFACTION OF ALL SITE
CONDITIGNS WHICH COULD AFFECT THE PERFORMANCE OF THE
PROPOSED IMPROVEMENTS. THIS COULD INCLUDE BUT NOT BE
LIMITED TO UNSUITABLE AND/OR UNSTABLE SOIL/SUBSURFACE
CONDITIONS, ROCK, WATER (PERCHED OR FREE), SPRINGS, ETC.

{C) REMOVAL/REPLACEMENT OF UNSUMTABLE MATERIAL:

THE DEVELGPER/CONTRACTOR SHALL UNDERCUT AND REPLACE
UNSUITABLE MATERIAL ENCOUNTERED DURING INSTALLATION OF
THE PROPOSED UTILITIES AND ROADWAY IN ACCORDANCE WITH
0.0.0,7, TEM No. 603 AND 203, OR AS FURTHER DESCRIBED
HEREIN,

IF PLANS ALLOW FOR A CONTINGENCY ITEM FOR SUCH
REMOVAL/REPLACEMENT, THE CITY WILL DOCUMENT THE
LOCATION OF AREAS OF SUCH REMOVAL/REPLACEMENT FOR
FINAL QUANTITY TABULATION,

D) RESTORATION OF DISTURBED AREAS:

EXISTING DRIVES, BERMS, LAWNS, PAVEMENTS, CURBS,
SIDEWALKS, SIGNS, MANLBOXES OR OTHER APPURTENANCES
DISTURBED DURING CONSTRUCTION BUT NOT SPECIFICALLY
DESIGNATED FOR REMOVAL/REPLACEMENT SHALL BE RESTORED
TO A CONDITION EQUAL TG THAT WHICH EXISTED PRIOR TO
CONSTRUCTION AND TO THE COMPLETE SATISFACTION OF THE
CITY ENGINEER. RESTORATION OF EXISTING ROADWAYS SHALL BE
IN ACCORDANCE WITH THE REQUIREMENTS OF THE CiTY,
TOWNSHIP, COUNTY, AND/OR OTHER AGENCIES HAVING
AUTHORITY. COST FOR THE RESTORATION OF THESE ITEMS WILL
BE THE RESPONSIBILITY OF THE DEVELOPER/CONTRACTOR. NO
PUBLIC ROADWAY SHALL BE DISTURBED WITHOUT PRIOR WRNTEN
APPROVAL FROM THE GOVERNING AGENCY AND ACQUISITION OF
NECESSARY PERMITS,

{V. ROADWAY / PAVEMENT / WALK / CURB

VEMENTS ARE TO BE CONSTRUCTED IN ACCORDANCE WITH
CIFY STANDARD DRAWINGS AND APPLICABLE ODOT
SPECIFICATIONS, UNLESS SPECIFIED OTHERWISE ON THE P

THE REQWIREMENTS OF ODOT 304 SHALL APPLY: D ONS
FROM THIS, ARE AS FOLLOWS;

{1) NO\OPEN HEARTH BASIC—OXYGEN STEEL @R
GRANULAR SLAG SHALL BE PERMITTED.

THE REQUIREME] OF ODOT 608 CONCRI WALKS AND
RAMPS SHALL APPLYX. DEVIATIONS FROM THIE ARE AS FOLLOWS:

(1) CONCRETE MIX COARSE AGGREPATE SHALL BE
LIMESTONE 'QNLY.

(2) EXPANSIONS JOINTS (1/2")/SHALL BE PLACED AT
THE TRANSVERSH, JOINTS OF THE WALK AT
INTERVALS NOT T EXCEED 30 FEET (N LENGTH.

(3) COLD WEATHER PRACTILES SHALL BE SUBMITTED
BY THE DEVELOPER/SONTRACTOR TO THE CITY
ENGINEER FOR APPi DEVELOPER/CONTRACTOR
SHALL PLACE AND PROTECT ALL CONCRETE IN
ACCORDANCE WITH/LA EDITION OF ACI 306,

REQUIREMENTS OF Ol 6058 SHALL APPLY; DEVIATIONS FROM
THIS ARE AS FOLL H

{1} CONCRI MIX COARSE AGGREGATE, SHALL BE
LIt NE ONLY.

(2) ¢ UCTION JOINTS FOR STAND-UR CURE AND

COMBINATION CURB/GUTTER SHALL BE\ DOWELED.

WELS SHALL BE (2) #5 BAR, 18" YW LENGTH
OUALLY SPACED.

(3)/ COLD WEATHER PRACTICES SHALL BE SU D
BY THE DEVELOPER/CONTRACTOR TO THE C
ENGINEER FOR APPROVAL DEVELOPER/CO TOR
SHALL PLACE AND PROTECT ALL CONCRETE IN
ACCORDANCE WITH LATEST EDITION OF ACI 306,

(4) CURE SHALL BE CORED OR SLEEVED 3—1/2" FO
3" DRAIN OUTLETS AT THE LOCATIONS DETERMINED
BY CITY ENGINEER OR DEVELOFER, OR AS
SPECIFIED ON PLAN. NOTCH GCUTTING OF CURE IS
PROHIBITED.

THENCONTRACTOR SHALL PROVIDE DROP CURB FOR ALL
PROPOSED DRIVEWAYS AT THE TIME THE CONCRETE CURB
POUREDN DROP CURBS SHALL CONFORM TO CITY STANI
DRAWING "WO. 41.

WHEN THE LOCATIONS OF DRIVES ARE NOT KNOWN THE
TIME OF CURBN\CONSTRUCTION, THE DROPS MAY SAW cuT
WITH THE CITY ENGINEER'S APPROVAL

WHEELCHAIR RAMPS S5 BE CONSTRI D IN ACCORDANCE
WITH ODOT STANDARD CONMRUCTION DRAWING BP—7.1 "CURB
RAMPS WITH TRUNCATED DOMES” USE OF WHITACRE GREER
ADA PAVER, CLEAR RED (RUS 30.

NO CONCRETE FINISH K OR PERMAN ASPHALT SHALL BE
PLACED FROM NOVEMBER 15TH TO APRIL 1W;TH UNLESS
WRITTEN APPROVAL |3 GRANTED BY THE C NGINEER,

IT SHALL BE/THE RESPONSIBILITY OF THE

DEVELOPER/CONTRACTOR TO NOTIFY THE ENGINEER 48NHOURS

IN ADVANCE OF BEGINNING WORK WHICH REQUIRES COMRACTION

TESTING AND/OR PRE=POUR INSPECTION PRIOR TO PLACEMENT

OF ASPHALT OR CONCRETE. WORK WILL NOT PROCEED UN

TESTING AND/OR INSPECTION HAS BEEN COMPLETED AND
PROVED BY THE CITY ENGINEER.

JLAEE
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V. SANITARY SEWERS / STORM SEWERS

ALL SANITARY/STORM SEWER CONDUITS AND APPURTENANCES
SHALL BE CONSTRUCTED ACCORDING TO CITY SPECIFICATIONS
AND ODOT 803 SPECIFICATION EFFECTIVE AT THE TIME OF
CONSTRUCTION.

(A} BEDDING:

(1) BEDDING SHALL BE AASHTO M 43, NUMBERS 58,

57, OR 67 LIMESTONE OR ANGULAR CRUSHED
GRAVEL STONE. BEDDING SHALL EXTEND THE FULL
WIDTH OF THE TRENCH., TRENCH WIDTH SHALL BE
THE QUTSIDE DIAMETER OF PIPE PLUS 12" ON
BOTH SIDES OF THE PIPE. FOR REINFORCED
CONCRETE PIPE CONDUIT THE BEDDING SHALL
EXTEND 3" BELOW THE BOTTOM OF PIPE AND
FLUSH WITH THE TOP OF PIPE. FOR ALL OTHER
SEWER CONDUITS THE BEDDING SHALL EXTEND
6" BELOW THE BOTTOM OF PIPE AND 12° ABOVE
THE PIPE.

{8) BACKFL WITHIN THE RIGHT—QF-WAY:

(1) BACKFILL MATERIAL SHALL BE IN ACCORDANCE
WITH ODOT 703.11, TYPE "1’ GRANULAR MATERIAL
(304, 411, or 617 AGGREGATE GRADATION);
DEVIATIONS FROM THIS ARE AS FOLLOWS:

@) NO FOUNDRY SAND, AIR COOLED BLAST
FURNACE SLAG, GRANULATED SLAG, OR OPEN
HEARTH SLAG SHALL BE PERMITTED.

b) ANY EXCEPTION TO THE TYPE "1’ GRANULAR
MATERIAL SHALL BE WITH THE SUPPLEMENTAL
APPROVAL OF THE CITY ENGINEER. FOR SUCH
SUPPLEMENTAL APPROVAL THE DEVELOPER/
CONTRACTOR SHALL SUBMIT IN WRIMING THE
FOLLOWING:

* SOURCE OF THE ALTERNATE BACKFILL
MATERIAL,

* GRADATION REPORT IN ACCORDANCE WITH
AASHTO T If AND T 27,

* PROCTOR CURVE ANALYSIS IN ACCORDANCE
WITH ASTM D 698.

¥ PROPOSED COMPACTION METHOD.

REGARDLESS OF THE CITY APFROVAL OF AN ALTERNATE
BACKFILL MATERIAL, THE CONTRACTOR WILL  BE REQUIRED TO
USE ODOT 703.11 TYPE 1 BACKFIL  IN THE TRENCH WITHIN
4 FEET OF THE FINISHED GRADE OVER SAID TRENCH.

THE CITY RESERVES THE RIGHT TO REFUSE ANY
ALTERNATE BACKFILL MATERIAL THE CITY FINDS NOT

CONSISTENT WITH THE MATERIAL PREVIOUSLY
APPROVED 8Y THE CITY ENGINEER.

(2) BACKFILL METHODS SHALL BE IN ACCORDANCE
WITH ODOT 603; DEVIATION FROM THIS ARE
AS FOLLOWS:

o) DEVELOPER/CONTRACTOR MAY REQUEST TO
EXCEED B” PLACEMENT LIFTS DURING
BACKFILL PROCEDURE, GREATER LIFT SIZE
IS SUBJECT TO THE CITY ENGINEER'S
APPROVAL BASED ON THE CONTRACTOR'S
PROPOSED COMPACTION METHOD AND THE
BACKFILL MATERIAL

(C) BACKFIL OUTSIDE THE_RIGHT-OF—-WAY:

{1) BACKFILL MATERIAL AND COMPACTION SHALL
BE IN ACCORDANCE WITH ODOT 603,

(D) MANHOLES:
(1) PRECAST MANMOLES:

(2

{3

{4)

(s
(8)

7)

{

(s)

PRECAST CONCRETE MANHOLES SHALL BE IN
ACCORDANCE WITH ODOT 604 AND 0DOT
STANDARD CONSTRUCTION DRAWING MH—3
DEVIATIONS FROM THIS ARE AS FOLLOWS:

a) ALL MANHOLE SECTIONS SHALL HAVE 6 +
PERCENT AIR IN THE HARDENED CONCRETE,

b) PRECAST BASE SHALL HAVE EXTENDED £ OF
&° AROUND OUTSIDE CIRCUMFERENCE Ol
MANHOLE,

GRADE RINGS SHALL BE SET IN MORJAR.

d)\GRADE RINGS, IF BRICK, SHALL BE /BELDEN
ICK CO. (FINE GRIND) OR EQ AND MEET
M C32-90,

o) MORTAR TO BE AIR ENTRAINED, HIGH STRENGTH
TY UNLESS OTHERWISE SPHCIFIED.

f) UNIONG IN RISER SECTIONS S| USE
ELASTOMERIC JOINT SEALANT, JCON-SEAL OR
EQUAL.

g) TOTAL HEJGHT OF GRADE BINGS USED SHALL
NOT EXCKED 127

BRICK MANHOLES: (STORM/ SEWER ONLY)

BRICK MANHO| SHALL /BE IN

ACCORDANCE WITH, ODOY 604 AND ODOT
STANDARD CONSTRVCTION DRAWING MH-1
DEVIATIONS FROM ARE AS FOLLOWS:

a) CONCRETE BRICK MND CONCRETE MASONRY
BLOCK ARE P, FROM THE MATERIAL
SECTION.,

b) BRICK SHALL BE IFACTURED BY
BELDEN BRIQK (FINE \GRIND) OR EQUAL BRICK
SHALL MEET/ ASTM C32~33.

c) MORTAR TQ BE AIR Ei NED, HIGH STRENGTH
QUALITY UMLESS OTHERWISE SPECIFIED.

MANHOLE E PLACED ON OF 57 STONE
BEDIN

ALL EXCAVATED AREAS SHALL BB BACKFILLED WITH
ODOT 703.11, TYPE '1" GRANU MATERIAL
BACKFIA. METHODS IN ACCORDANCE WITH ODOT
603.081.
NGS AS PER CITY STANDARD WING # 19,
DISTANCE BETWEEN TOP OF MANHOLE TING
THE TOP STEF SHALL NOT EXCEED, 30"

HOLE STEPS SHALL BE POLYPROPYLEBNE IN
CCORDANCE WITH ASTM 2146-68.

CHANNELS SHALL BE CONSTRUCTED WITH

‘C" CONCRETE WITH A FINISHED SMOOTH
SURFACE MAINTAINING POSITIVE FLOW FROM INLET
TO OUTLET.

WHEN SPECIFIED ON THE PLANS, DROP PIPES
SHALL BE CONSTRUCTED FOR SANITARY CONDU
WHICH CANNOT BE CONNECTED TO THE MANHO,
WITHIN 24 INCHES FLOW LINE TO FLOW LINE.
DROP PIPES ARE TO BE CONSTRUCTED IN
ACCORDANCE WITH CITY STANDARD DRAWING NO.
18 OR AS SHOWN ON THE PLANS,

LE2_CATCH HASIN:

(1) CATCH BASINS SHALL BE IN ACCORDANCE WITH
0DOT 504, APPLICABLE ODOT CATCH BASIN
STANDARD CONSTRUCTION DRAWINGS, AND
APPLICABLE CITY CATCH BASIN STANDARD
DRAWINGS AS PER PLAN. DEVIATIONS FROM QDOT
SPECIFICATIONS ARE AS FOLLOWS:

a) CONCRETE BLOCK IS PROHIBITED FROM THE
MATERIAL SELECTION,

b} BRICK SHALL BE MANUFACTURED BY
BELDEN BRICK ([FINE GRIND) OR EGUAL. BRICK
SHALL MEET ASTM C32—-93 GRADENESS.

¢) MORTAR TO BE AIR ENTRAINED, HIGH STRENGTH
QUALITY UNLESS OTHERWISE SPECIFIED.

d) BRICK CATCH BASINS SHALL INCLUDE:

* ALL INSIDE JOINTS TO BE STRUCK AND
CLOSED.

* (ONE) 4" DIAMETER INLET PIPE SITUATED
AWAY FROM THE ROAD SIDE OF THE BASIN.

* PLASTER OUTSIDE WALLS WITH HIGH STRENGTH
MORTAR, 1/2" THICK.

o) ALL CATCH BASINS SHALL BE PLACED ON 6"
OF 57 STONE BEDDING.

f) ALL EXCAVATED AREAS SHALL BE BACKFILLED
WITH ODOT 703.11, TYPE ‘1’ GRANULAR
MATERIAL, BACKFILL METHODS IN ACCORDANCE
WITH ODOT 503.081.

@) ALL KNOCKOUTS FOR INLETS AND OUTLETS
PIPING SHALL BE FASHIONED NEATLY. ALL
ANNULAR SPACE TO BE FILLFD WITH APPROVED
BRICK AND MORTAR.

h) CHANNELS SHALL BE CONSTRUCTED WITH CLASS
‘C’ CONCRETE WITH A FINISHED SMOOTH
SURFACE MAINTAINING POSITIVE FLOW FROM
INLET TO OUTLET.

LF) UNDERDRAINS :

(1) UNDERDRAINS SHALL BE CONSTRUCTED IN
ACCORDANCE WITH ODOT 605 UNDERDRAINS;
DEVIATIONS FROM THIS ARE AS FOLLOWS:

a} NO AIR=COOLED BLAST FURNACE SLAG SHALL
BE PERMITTED.

1G) ROOF DRAINS:

(1) THE DEVELOPER/CONTRACTOR SHALL INSTALL TWO
ROOF DRAINS PER LOT UNLESS OTHERWISE
SPECIFIED ON THE PLANS OR DIRECTED BY THE
CITY ENGINEER.

THE ROOF DRAINS OUTLETS SHALL BE CORED OR
SLEEVED THROUGH THE CURB. OPENING DIAMETER
NO GREATER THAN 3-1/2" AND BOTTOM OF
OPENING AT 1" ABOVE GUTTER.

THE DEVELOPER/CONTRACTOR SHALL INSTALL 37
PYC, SCHEDULE 40, CONDUIT FROM THE FACE
OF THE CURB TO A POINT 1° BEYOND THE BACK
OF WALK OR AT THE RIGHT—OF—WAY LINE,
WHICHEVER IS GREATER.

DEVELOPER/CONTRACTOR SHALL PLACE A
CONTROL JOINT IN THE SIDEWALK OVER THE ROODF
DRAIN WHEN CONDUIT iS5 IN THE CONCRETE WALK.

(2) CONNECTIONS TO EXISTING ROOF DRAINS SHALL
BE MADE WITH NEOPRENE COUPLERS (ie FERNCO)
AND STAINLESS STEEL CLAMPS,

{H) SUMP PUMP DISCHARGE CONDUIT:

f SUMP PUMP DISCHARGE CONDUIT IS INSTALLED WITHIN THE
'S RIGHT-0F-WAY, THE PIPING SHALL BE CONNECTED TO A
NEW OR EXISTING STORM SEWER CONDUIT, CATCH BASIN, OR
IOLE. CONNECTIONS TO A CONDWT OR MANHOLE MUST
HAVE\ A RELIEF DISCHARGE THROUGH THE CURB {SEE NOTE /G°
ROOF \DRAINS) AND/OR VENT STACK TO THE GROUND SURFACE,
AS DEBMED NECESSARY 8Y THE CITY ENGINEER. ALL
CONNECRONS TO BE APPROGVED BY THE CITY ENGINEER./ALL
OTHER LOCATIONS OF DISCHARGE PIPING SHALL BE
VERIFIED/ARPROVED BY THE CITY’S BUILDING DEPARTMENT.

(1) ALL CONNECTIONS TO THE MAIN S SHALL BE
INST, WITH A MANUFACTLRED WYE.

(2} THE MINIMNM SLOPE OF THE LAJERALS SHALL BE
1/8° PER FY, (1X)} AND THE IMUM SHALL BE
1/4" PER FIN (2X) UNLESS OQVHERWISE APPROVED
BY THE CITY EWGINEER.

(3) ALL NEW SANIT/ LATE SHALL EXTEND 10 LF.
BEYOND THE Ri RIGHT/OF—WAY AND SHALL
HAVE A MINIMUM/MAXIMUM OF 8' OF COVER AT
THE RIGHT—OF—WAY, \UNLESS OTHERWISE APPROVED
BY THE CITY ENGINEI

(4) WHEN THE DEPTH pF MAIN WOULD CAUSE A
LATERAL TO EXCEFD A 2R\ RATE OF GRADE, A
LATERAL CONNEGAION STACK SHALL BE INSTALLED
AT THE MAIN . SAID STACK L CONFORM TO
CiTY STANDARD' DRAWING NO. \¢B.

(5) ALL END OF LATERAL RUNS SHALL BE CAPPED
W/SUITABLE AIR TIGHT PLUG AND KED UP TO
2 MINIMU/M ABOVE GRADE WITH SUJABLE POSTS.

(6) DEVELDPER/CONTRACTOR SHALL SUB THE
FOLLGWING DOCUMENTATION TO THE CINY ENGINEER
FOR/ALL LATERAL CONNECTIONS:

DISTANCE OF WYE FROM THE DOWNSTR
MANHOLE.

b) DISTANCE ALONG THE SEWER MAIN, FROM RHE
DOWNSTREAM MANHOLE TO THE LATERAL
CONNECTION END.

c) PERPENDICULAR DISTANCE FROM SEWER MAIN T
LATERAL CONNECTION END.

d} DEPTH OF LATERAL CONNECTION END, FROM
TOP OF PROPOSED/EXISTING CURB ORIGINAL
GROUND TO FLOW LINE,

DWGH ce_Gen=Notes
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VI. EROSION CONTROL:

THE CONTRACTOR SHALL PREVENT AND/OR REDUCE AND
CONTROL SOIL EROSION RESULTING FROM THE PROPOSED
IMPROVEMENTS. THE USE OF SILT FENCING, JUTE MATING,
TEMPORARY SEEDING, SOD, SILT CHECKS, INLET PROTECTION
AROUND ALL CATCH BASINS, AND STABILIZED CONSTRUCTION
ENTRANCE(S) ETC. WILL BE REQUIRED. SEDIMENT CONTROL
STRUCTURES/DEVICES SHALL BE INSTALLED IN ACCORDANCE
WITH THE MANUAL RAINWATCR AND [AND DEVELOPMENT —
QHIC’S STANDARDS FOR STORM WATER MANAGEMFNT [AND

SECOND
EDITION DATED 1995. SEDIMENT CONTROL DEVICES MUST BE
INSTALLED PRIOR TOQ BEGINNING ANY CONSTRUCTION ACTMITY.
THE CONTRACTOR SHALL BE RESPONSIBLE FOR CONTINUED
INSPECTION AND MAINTENANCE OF ALL SEDIMENT CONTROL
DEVICES. THE CONTRACTOR SHALL FOLLOW THE REQUIREMENTS
SET FORTH ON THE APPROVED STORM WATER POLLUTION
PREVENTION PLAN IF APPLICABLE, OR ON THE DETAILED
CONSTRUCTION PLANS.

{8) ROCK CHANNFL PROTECTION. AS PER PLAN:

ROCK CHANNEL PROTECTION, IF REQUIRED, SHALL MEET THE
REQUIREMENTS OF ODOT ITEM 601. GEOTEXTILE FABRIC SHALL
BE PLACED UNDER ALL ROCK CHANNEL PROTECTION AND SHALL
MEET THE REQUIREMENTS OF ODOT fTEM 712.08 GEOTEXTHE
FABRICS, TYPE 'B' (FILTER BLANKETS FOR ROCK CHANNEL
PROTECTION). REFER TO DETAILED PLAN DRAWINGS FOR THE
SPECIFIC LOCATION, TYPE, LENGTH, WIDTH AND THICKNESS OF
THE ROCK CHANNEL PROTECTION.
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VIl TRAFFIC:

[A) MAINTAINING TRAFFIC;

THE CONTRACTOR SHALL MAINTAIN TRAFFIC ADJACENT TO AND
THROUGH THE PROJECT AS DESCRIBED BELOW AND IN
ACCORDANCE WITH THE REQUIREMENTS OF THE OHIO
DEPARTMENT OF TRANSPORTATION MANUAL OF CONSTRUCTION
AND MATERIALS SPECIFICATIONS ITEM 614 MAINTAINING TRAFFIC.
THE CONTRACTOR SHALL FURNISH, MAINTAIN, AND REMOVE ALL
SIGNS, FLAGS, FLAGMEN, WATCHMEN, BARRICADES, SIGN
SUPPORTS, CONES, BARRELS, AND INCIDENTALS IN
CONFORMANCE WITH THE MQST RECENT REVISIONS OF THE
CURRENT EDITION OF
CONTROL_DEVICES FOR STREETS AND HIGHWAYS, INTERFERENCE
WITH VEHICULAR TRAFFIC SHALL BE KEPT TG A MINIMUM AT ALL
TIMES, ALL OPEN TRENCHES AND EXCAVATIONS SHALL BE
PROTECTED WITH DRUMS, BARRICADES, OR BARRIERS. ACCESS
SHALL BIC MAINTAINED AT ALL TIMES FOR EMERGENCY AND FIRE
DEPARTMENT VERICLES.

ANY TEMPORARY ROADWAY CLOSING MUST BE APPROVED IN
WRITING BY THE CITY TRAFFIC ENGINEER AND ANY OTHER PUBLIC
AGENCY HAVING JURISDICICTION. THE CONTRACTOR SHALL NOTIFY
THE TRAFFIC ENGINEER AT LEAST 72 HOURS IN ADVANCE OF ANY
SUCH CLOSINGS FOR PUBLICATION AND EMERGENCY AGENCY
NOTIFICATION,

(H) BESIDENTIAL AND BUSINESS AREAS:

THE CONTRACTOR SHALL MAINTAIN ACCESS TO LOCAL
RESIDENCES AND BUSINESSES DURING CONSTRUCTION. IN THE
EVENT A DRIVE ACCESS NEEDS TOQ BE CLOSED, THE
CONTRACTOR SHALL GVE NOTICE OF CLOSURE AND DURATION
TO THE FROPERTY OWNER 24 HOURS IN ADVANCE.
CONTRACTOR SHALL ARRANGE FOR ALTERNATE PARKING AND
REASONABLE ACCESS FOR THOSE PROPERTY OWNERS AFFECTED
BY DRIVE CLOSURES.

{C) EXISTING STREET NAME AND TRAFFIC CONTROL SIGNS:

WHERE WORK REQUIRES THE MOVEMENT OF EXISTING SIGNS
(STOP SIGNS, SPEED LIMIT SIGNS, NO PARKING SIGNS, ETC.).
THE CONTRACTOR IS REQUIRED TO MAINTAIN THE FUNCTION OF
ALL TRAFFIC CONTROL SIGNS5. ALL SIGNS REMOVED BY THE
CONTRACTOR SHALL BE STORED ON SITE AND REINSTALLED BY
THE CONTRACTOR.

VI, WATER MAIN / SERVICES:

NOT AFPLICABLE

IX. POST CONSTRUCTION INCIDENTALS

AS=BUILT K DUCIBLE MYLARS SHALL BE PROVID, O THE
CITY OF CANTON THE DESIGN ENGINEER AT COMPLETION
OF THE PROJECT. TH NSTRUCTION BOM, LL NOT BE
RELEASED UNTIL THE AS— T DRAWI HAVE BEEN
ACCEPTED.

THE DEVE] R/CONTRACTOR SHALL NOTIFY THE CITY EER

N W, G UPON THE COMPLETION OF MONUMENTS BEING
ER PLAN OR RECORD PLAT.

(D) NEW STREET NAME & TRAFFIC CONTROL SIGNS:

LL STREET NAME AND TRAFFIC CONTROL SIGNS SHALL COME,
CRMPLETE AND BE MADE IN ACCORDANCE WITH THE CITY OF

ON SIGN AND PAINT DEPARTMENT SPECIFICATIONS.

GENERALLY, ALL SIGNS SHALL HAVE HI-INTENSITY SHEETI
AND MADE WITH .080 50/52 ALUMINUM. STREET E
SIGNS BE MADE WITH WHITE UPPER AND LOWER' CASE
LETTERING\ON GREEN BACKGROUND USING 9 BLANKSE, BE
DOUBLED SIDED W/RADIUS CORNERS AND HAVE &°/NAME AND
37 SUFFIXESN ALL SIGN RELATED HARDWARE IS BE
INCLUDED, SUDH AS 6° HEAVY DUTY U-CHANNBL CAPS AND
STREFT NAME ES.

FOR SUBDMISION LOPMENTS, ALL PERMANENT STREET
NAME SIGNS AND C CONTROL SIGNY SHALL BE

FURNISHED AND INSTANED BY THE DEVFLOPER/CONTRACTOR.

WHERE WORK REQUIRES INTERFERENCE WITH EXISTING
SIGNALIZATION IN THE INTERS NS, ALL WORK SHALL BE
COORDINATED THROUGH THE/CITY ENGINEER. THE CONTRACTOR
SHALL NOT ALTER ANY [ZA WITHOUT THE CITY
ENGINEER'S AUTHORIZATH

ALL NEW OR MODIFIED TRAFFIC SIGNALIZA AT

INTERSECTIONS BE IN ACCORDANCE CITY TRAFFIC
ENGINEERING IC CONTROL GENERAL NO AND ODOT
SPECIFICATIONS; WITH SPECIAL EMPHASIS ON ITEMS 625,
632, 633, 732, AND 733 WHICH DEALS WITH IC CONTROL.

THE /DEVELOPER /CONTRACTOR SHALL SUBMIT TO THE CATY

ENGINEER A TRAFFIC CONTROL PLAN IN ACCORDANCE WITH GITY
PPLEMENTAL SPECIFICATION 01—00, DETOURS, IF

ECESSARY, SHALL BE APPROVEC BY THE CITY ENGINFER PRI

TO PLAN SUBMISSION.

{C) RELEASE OF RETAINER/BONDS:

PRIOR TO THE RELEASE OF RETAINER/CONSTRUCTION BOND BY
THE CITY OF CANTON, THE CONTRACTOR SHALL HAVE

COMPLETED THE ENGINEER'S PROJECT PUNCHLIST AND SUBMIT.
FINAL WAVER OF LIEN, IN ACCORDANCE WITH CiTY S5 01-00.

X. PROJECT SPECIFIC SPECIFICATIONS

Excerpted from Appendix H of the Construction Controct &
Specifications Book

72.1 _Geocell Dike Armori

Contractor shall instoll geoceil armoring on the dike separoting
the forebay and pond in accordence with the specificotions
from Geosystems, doted Feb. 26, 2009, or an opproved equal.
An approved equal submission must include an engineered
design submitial by the product manufacturer/vendor based
on the some crileria in the atteched spacifications.

All moterials and labor for the instollation of the geocell dike
armoring shall be included in the “Geocell Dike Armoring, 250
5.¥." bid item. Materials shall inciuda but not limited io
Geowab panals with onchors, 1-1/2 inch stone, topsell,
onnual rye gross seed with erosion control blonket.

The geocell dike armoring shalt drape over the dike extending
down inlo the pond to the 1080.50 contour. The arrmoring
sholl extend up to the 1084 contour on the east and west
ends of the dike, (see Soil Disposal Locations & Mise. plon
sheet for approximote locotion)

722 Soit D I Locati

Contractor shall dispose of excaovated soile from the basin
arsa on-sile in locations shown on the “Soil Disposal
Locations & Misc.” plan sheet. Hauling of soils on Millvole
Ave. NE or the improved portion of 30th SL. NE is prohibited
unless the controctor receives wrilten permission from the
Pigin Township Roed Department (conlgct: Joe lacine) and
the City Engineer.

Disposal of scits on sile shaoll not be peid for under the
“Embankment, 2000 C.Y.” pay ilem except the odditional
embankment work along the west side of the basin ond the
dike shown on the “Refention Pond Deloil (Addendum)” plan
sheat. The costs of disposing soils on site shall be inherent
with the project ond no seporule poyment shall be mode.

Disposal of soils on sile shall include: instolling 40 linear
feel of 24" culvert pipe (0DOT 603, 707.33) in on existing
ditch in Soils Disposal Site #1 at o locotion determined by
the City Enginesr (no pay item); instailing silt fence os
required for slorm water pollution prevention; grading the soils
for positive droinoge (no pay item); ond seeding and mulching
(Annuol Rye Grass) (no pay ilem); ond Upland Meadow Seed
Mix, 18,700 S.Y,

723 5 Watar Pollution 8 ion P

Contractor sholl submit an application for a Co—Permilte
Notice of Intent for Coverage under Ohio EPA Storm Water
Construction General Parmit.

The oworded contractor sholl meel with the Stork Soil &
Water Conservation Disirict and the City Engineer to review an
amendment to the cily’s exisling Storrnm Water Constuction
Permit (Site NPDES Number 3GCO38807AG). The coniracter
sholl submit o Slorm Water Pollution Frevention Plan only if
requestad by Stark SWCD,

The contraclor shaf! insioll ond maintain sediment and erosion
confrol meosures os required by Stork SWCD for the work
proposed in thia controet. Measures will include bul ere not
fimited ta: Perimeter Filter Fabric Fencing, Inlet Protection,
and temporary seading ond mulching (onnuc! rye grass) an
disturbed land areas. Contractor must install the annual rye
grass immediately ofter completing grading work and prior to
completing the uplond and loke edge seed mix instaiiment to
stabilize the soils. Payment for all work ond moterial
associaled with storm water poliution prevention shall ba paid
under the “Slorm Water Pollution Prevention, Lump Sum” bid
item. No odditional or seporate payments shall be made.

Estimaied Quantities

Perimeter Filter Fabric Fancing 5,000 LF.
Inlet Protection 7 Each
Temporary Seeding and Mulching,

Annuol Rye Grass 45,000 S.Y,

Z2.4 Dewolering

The groundwater elevalion may vary on the site; therefore, the
contractor may want to fomiliorize themselves with the sile
befora submitting @ proposal to ihe city. The anlicipated
pond woler elevation is 1081.50 feet. Tesl pils are permitted
if coordinated with the City Engineer in advonce and written
permigsion s provided.

Thera sholl be no additional pay ilems for excavation of soils
which may be below the groundwater or for ony dewatering
operations. Any dewalering operations, if used, must meet
local, atote, ond federal requirements.

Z2.5 Borrier Posts

Controclor shall instell 6 dia by & lenglh pretreated round
wood posts (ODOT 710.11) along the north side of the
proposed limestone drive ond parking area aos shown on the
plan.  The posis are to be set plumb, 3 feal below grade,
3 feet exposed, and 3" O.C. Location of posis to be as
directed by the City Engineer.

22.6 Double Swing Goie

Contractor shall install one 12° double swing gate ot the east
end of the proposed fimestone drive and parking area.
Localion of gote to be az directed by the City Engineer.

EFF. DATE: APR 2001
DRAWN BY: GHC,

APFROVED BY: J.M.D.
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10 WIDE FLAT BERM (1092.00)

8' TOP OF DIKE (ELEV. 1083.50)

NOTE: SEE SHEET 2, FOR SECTION DETALS AND STORM PROFILES
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RETENTION POND DETAIL (ADDENDUM)

CITY OF CANTON
30TH ST. NE
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ADDITIONAL QUANTITIES FOR POND CONSTRUCTION

TEM GRAND

STORM PROFILE #1

MODIFICATION TO WATER QUALITY BASIN

MODIFICATION #% MODIFICATION #2

SAW CUT 45" ¥ NOTCH WEIR CUT DETENTION PIPE BELOW
INTO 5'%5" RECTANGULAR WEIR 1"0RIFICES PLACE 907, B" ELBOW

SECTION A—A" SHALLOW AREA
NOT TO SCALE

1082.00

SECTION B-B’ FISHING
NOT TO SCALE

ACCESS

10° WIDE f
FLAT SHELF
STRUCTURE IN

POND BOTIOM

SECTION C—-C’ POND
NOT TO SCALE

8" WIDE FISHING
ACCESS
1082.00

108150~ 57

4:1

STORM PROFILE #2

ITEM EXT. TOTAL UNIT ITEM DESCRIFTION T0 ELEV=1083.00 AT 108150,
I | | . A_,':'l‘_,_r'_r THREADED
i ! I A . ] o
_ #2153 42,300 C.Y._ | EXCAVATION — . it =3
208 263 I 2000 ' c EMBANKMENT ,_,-IJ ]
T 1 " B S i T = ey ——— o ossoo | ESIED
601 1845 | CY. ROCK CHANNEL PROTECTION, TYPE C, AS PER PLAN . | | ASLR Pt
602 . 081 C.Y. ' CONCRETE MASONRY - e —— £
4 | : Lol == LCONCRETE VAT s — | w—
ggi — gg g - SONDUI, TYPEC, FO7SSRAS PER, PLAN i — FOR DETALLS BELOW CUT,
60 . - 2 P Nl RaCENDONR WFELE B0 Rl ouiBR R e - | NOT TO SCALE EXTEND MIN. 1° [ T SEE ORIGINAL PLAN DETAL
603 5¢ 30" CONDUIT, TYPE C, 707.33, AS PER PLAN - - : -~
| 604 LUMP DRAINAGE STRUCTURE MISC: MODIFICATION TO WATER QUALITY BASIN | - EXISTING 45 WEIR OPENING L
604 2 (EACH  CATCH BASIN NO. 2-3, AS PER PLAN. e ;l;,rJI ADDITIONAL CUT TO RECTANGULAR WEIR o
ay NOT TO SCALE
£8-2-3
T/6=1091.50
1101 STA. 5_0+!9.6. 287.9°LT.
o > L~ Qw (W)=108450
€8-2-3 > |
STA. 51437 4058 U1, 3 :
110 1/6.=1091.90 : :
1089 |INV.12°(W}=1084.50 TV \ |
i 31/ \ S *L; rrRemave 14 feel of pips pnd headwl
G [N/ A N S S S (N e 1o SN SNk ENUNVUVOI S SO N ' —
109 !
/ N HW 2.1 e R , NOUND U6 MINIMUN COVER AT PPE |
—_— N 1092 || STA 5144487 385117 L. N HW 2.1 |
2 INV.12°=1(81.50 . [STK_51703 6, Z04TTL. i
- . _ Nt EX|8° SAl. T INV.30"=1081.50 ;
S . Remagve 18 feel of pipd and headwall NRNE !
-‘_‘-‘_“\ . }
! MOLlND 1°67 MINIHUK COVER AT PIPE 7K |
| ‘-—-.___\"_‘{- 1059 5¢ F 30" TYPE [ O 55% lﬁx |
‘ — Al - C T ! G
108 \1:1 \
50' [-12° TYPE | @ 6.00X — Nt |
\ \
\ \ |
107 \

PREHEHEN—PEE
SEE APPENY H
o‘—:mu.ao,.sPec- T2.1

SECTION E-E° WEIR

]

1083.50

NOT TO SCALE

. 4:9 .

ELEV. = 1080.75

SECTION D-D’ DIKE
NOT T0 SCALE
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CITY OF CANTON
FAIRHOPE PARK
WATER QUALITY BASIN

Moties

3 @_A_;,_:’:-“"‘ PRI

- LEQEED_ ' ‘fﬂ_m \ 5 \ 20 — {:'}-.-_ = s "

3 \ (W ¥ b} A0 ECT NG 53"
\& AREA 1 — DEEP EMERGENT \Potrace CONSTRUCTION (5 \.&LQI = L = o -
= \ PA&-T F THIS ?ﬂ-QJ coy, L:z:i:; v.'.'.nm;;
,Zgzs AREA 2 — SHALLOW EMERGENT . PLanT
N ‘\\ ~ - G
NSN0N  AREA 3 - LAKE EDGE THIS PRaJIECT. PLANTIN
SEE SHEET 2 FOR ADDITIONAL INFORMA TION PLAN
NOQTE: | -

SEE SHEET 3 FOR SPECIFIED SEED MIXES (AREA-5& 4) . ‘; I 1 o 3
\ —_ -~




K =
“SPLANT MATERIAL LIST

WETLAND PLANT MATERIAL LIST

N e " - . - ' N M~ N ; i
<€ NgIIANCE. NAVE COWMEN NAME {SZE [SPACAG conDIToN ary Rcuase” | “E¥ | BGTANCAL NAVE | covwon nawr [sizr Tspacme [concmon Torv Taewarks
— - ——— e = o -;-F—4— o N s
UPLAND TREES: , \\ DEEP EMERGENT {AREA 1 - 0.30 AC}: plant 15% of entire area
IS | ACER sicciAUN SUGAR MAPLE [11/4 cat [ as o Be8 @ = - nusaR ARENA ] SPATIERDAX T’ Zoc [BRAR__ 2 7
AL | AMELANGHIER LAEYS | ALLEGHENY SERWICEBERRY T 1/4 CAL | AS SHOWN _ B&B | - NYMPHAEA ODORATA | WHTE WATER LY | XX |2 oc  [op/eR 243
CC | CARPINUS CARCUMANA,  AMERICAN HORNBEAM [ 11/4" CAL | A5 SHOWN B4
i = 1 ) T N
L LRODENORON TWRVERA . s e () V4 CAL_AS SI0M |48 S SHALLOW EMERGENT (AREA 2 - 0.31 AC): plant 25% of entire area
© CARTA OVATA & | SHACBARK HICKORY | T1/4" CAL | AS SHOWN - BAB . —— ; —— . —
OV OSTRYA VIRCNIANA ) “n._ AMERICAN HOPHORN-EEAM [T/ cal |as oioWN_ BaE” - ACORUS CALAMUS | SWEET FLAC o |20e.  ‘DPAR a3 :
TA  TIUA AMERICANA - “LANERICAN UNGEN [ 1/4° CAL | a5 SHOWN -Bag RED - DECOBON VERTICILLATUS | SWAMP LOOSESTRIFE oW | 2 oc 0P/BR 125 |
QM OQUERCUS MACROCARPA I 'pUR-0AK — | 1 174" CAL | AS SHOWN " B&s 113 B - IR1S VERSICOLGR | BluerLAG IRIS X Jzoc jor/BR 85 |
QR QUERCUS RUBRUM | RED | 174" CAL | AS SHOWN  paB 15 = __ AMSTIOA AMERICANA | WATER WILLOW XX | 2' oc. DP/BR 83 |
=" = PELTANDRA VRGINICA | ARROW ARUM x 12 0c DP/ER NE
. - PONTEDER|4 GORDATA | PICKEREL WEED X 12 0c,  OP/BR w6 |
w S B ’ . - SAGUTARIA LATFGLIA | COMMCN ARRDWHE AD X 12 0c DP/HR e |
AN ARONIA MELANOCARPA | BLAGK CHOKEBERRY o A8 HT [ oc #2 CONT 20 .
£ S AMEReA S 23 [ E e Y gTE 4 S |97 HTomfrac ool (NG o W] LAKE EDGE (AREA 3 - 0.13 AC): plant 25% of entire area
o | DIERVILLA LDNICERA | DWARF BUSH-HONEYSUCKLE ™ HT. 4 0c #2 COnT |13 N i o P— R _— .
RA | RHUS AROMATICA GRO LOW [ GRO LOW FRAGANT SWAC | 18" BT ¥ g #2 CONT. | 30 - | ASCLERAS INCARNATA | SWAMP WILKWEED B | 2" oc. | P /B8R |
T - o T - | CAREX GRAYI * COMMON BUR SEDGE i XX ‘2Qgc  0R/BR 17 H
1 . Fd ™~ - | CAREX LURIDA LURID SEDGE 130 20c  |oR/ER 7
LOWLAND TREGS: Pl i P — | ELFOCHARIS 0BTUSA  BLUNT SPIKERUSH XX _Z'oc. _ [or/BR 7
AR | ACER RUBRUN _[REDARRE [11/4" ca [ as sHOW_ Bedl 9 - - | ELEOGHARIS PALUSTRIS COMMON SPKERUSH | X 7 0% oP/BR 7 i
AG | AESCULUS RABRA _ ‘,_rGHIO BUCKEYE | 1 1/47 CAL | AS SHOWN . 50 ‘s - | EUPATORIUM FISTULOSLM _ IOE PYE WEED TE, ‘7 0L oP/BR |17 :
PO | PLANTANUS OOCIDENTAUS - ,,‘ AMEREICAN SYCAMORE | 1L 8/47 CAL | AS SHOWN 2 = | GLYGERIA STRIATA . FOWL MANNA GRASS | XX 206, oP/BR 7
Q0 | QUERCUS DISCOLOR AT | SWAMP WHITE OAK | 11/47 CAL | AS SHOWN - B&8 L R = | HELENIM AUTUMNALE SNEEZEWEED xX 12 0c oe/BaR 17
’,--" . | - RIS VERSICOLOR | BLUEFLAG IR'S xX 120G OR/BR 34 L
LOWLAND 5HRUBS: e o JUUNCUSTERRUSIS __| Coumon RUsH L |2 oc OR/BR 7
————— —— # . _ ., - LOBELIA SIPHUTICA | GREAT LOBEUA ] 7 ocC 0P /B M
€S | CORNUS SERKCEA RED-0SER DOGWOOD |18 5T _[6'0c A2 CONL RS | = | sAGTTARIA LATFOUA COMMON ARROWHEAD 5 [20c.  [0P/BA 7
oA 7} CORNUS AMELIUM SIKY DOGHUOD [1g7wr  [goc 42 conm 9 SN | = | saurwRuS ceRmuUs UZARD'S TAIL ¥K [2oc. _ [oA/e D
1B |unoeps BENZON | smoeBumA —— AT [sog  #CNT (37 SLPHIUN PERFOUATUM CUP PLANT XX |2 06 _ |DA/eA L34
50 ?ﬁﬂx DISCGLOR i PUSSY WILLOW LWt [Foc.  #ZCONL 55 | e - | vERBENA HASTATA | BUUE VERVAIN [ [20c ~ lopme 17
Y | NOTE: OVERSEED AREA 3 WITH SPECIFIED SEED MIX ~ SEf GENERAL NOTES
NOTE: OHIO ECOTYPES ARE PREFERRED.
| — I-.‘—" NOTE: AREA ¢ SHALL BE SEEDED WTH SPECFIED SEED MIX - SEE GEMERAL NOTES
NOTE: OHIO ECOTYPES ARE PREFERRED.
N
g -
R F X = =
N
f
1. INGSERT DIHBLE AS SHOWN 2. REMOVE DIBBLE AND J [NSERT DIBBLE 2 INCHES
AND PULL TOWARG PLACE SEEDLING AT TOWARD PLANTER FROM
PLANTER CORRECT DEPFTH SEEDUNG
/
P ( ) el :,\ ,WW
P \\ /’é//\—mp}» S e R
! { IV ey T
. ‘ ~
| bl I
i S |
4 PULL HANDLE OF DIBBLE 5 PUSH WANDLE OF DIBBLE 8. FILL 1N HOLE BY STAMPING 7 FIRM SOIL ARQUND
TOWARD PLANTER FIRMING FORWARD FROM PLANTER WITH HEEL SEEDUNG WTH FEET
SOIL AT BOTTOM FIRNING SCIL AT TOP
(1 \DIBBLE METHOD OF PLANTING PLUGS
TO SCALE O(BBLE

T~
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550 37% 1390
330 379 1390 ‘os
900 325 7647
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CITY OF CANTON
FAIRHOPE PARK
WATER QUALITY BASIN

B ECT A 0B-2653-010
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CENERAL NOTES:

NERA

THE WORK TO BE PERFORMED UNDER THIS ITEM CONSISTS OF FURNISHING ALL
LABOR, MATERIALS, EQUIPMENT, AND UTILITIES NECESSARY TQ INSTALL SPECIFIED
SEEDING & PUANTING TO AREAS INDICATED ON THE PLANS.

FACH DESIGNATED PLANTING AREA SHALL BE PLANTED IN A RANDCM PATTERN, N
DRIFTS, IN THE PERCENTAGE QOF PLANTS LISTED ON THE PLANT MATERIALS LIST.
DRIFTS ARE TG BE FREE FLOWING AND PLANTINGS SHOULD NOT BE SOLDIER
COURSES, FILLING THE ENTIRE DESIGNATED AREA. OPENINGS BETWEEN DRIFTS ARE
DESIRABLE. QVERSEEDING WITH SEED MIX WILL FILi—IN ANY QPEN AREAS. LAYQUT
OF PLANTS TQ BE APPROVED BY OWNERS REPRESENTATIVE PRIOR TO INSTALLATION.

THE CONTRACTOR SHALL HAVE OVER 3 YEARS EXPERIENCE IN NATIVE WETLAND AND
PRAIRIE /UPLAND MEADOW INSTALLATION.

THE CONTRACTOR SHALL BE RESPONSIBLE FOR THE PRESERVATICN OF ALL PUBLIC
AND PRIVATE PROPERTY.

WHEN OR WHERE ANY DIRECT OR INDIRECT DAMAGE OR INJURY IS DONE TQ PUBLIC
OR PRIVATE PROPERTY BY OR ON ACCOUNT OF ANY ACT, OMISSION, NEGLECT, OR
MISCONDUCT IN THE EXECUTION OF THE WORK, OR IN CONSEQUENCE OF THE
NON-EXCCUTION THEREQF BY THE CONTRACTOR, HE SHALL RESTQORE. AT HIS OWN
EXPENSE, SUCH PROPERTY TO A CONDITION SIMILAR OR EQUAL TO THAT EXISTING
BEFORE SUCH DAMAGE OR INJURY WAS DONE, BY REPAIRING, REBUILDING OR
OTHERWISE RESTORING AS MAY BE DIRECTED, OR SHALL MAKE GOOD SUCH DAMAGE
OR INJURY IN AN ACCEPTABLE MANNER.

THE PROJECT SITE MUST BE KEPT FREE OF CONSTRUCTION DEBRIS, TRASH, PAPER
é?gHO\LBEf( \[\)‘§§(TE ITEMS. COLLECT AND REMCVE THESE ITEMS AT THE END OF

ANY DEFECTS IN CONSTRUCTION, INCLUDING MATERIALS OR WORKMANSHIP, SHALL BE
CORRECTED BY REMOVAL AND REPLACEMENT CR QTHER APPROVED METHOGS PRIOR
TO ACCEPTANCE. THE COST SHALL BE AT THE EXPENSE OF THE CONTRACTOR.

ANY MODIFICATIONS TO THE WORK AS SHOWN ON THE APPROVED
PLANS SHALL HAVE PRIOR WRITTEN APPROVAL OF THE OWNER.

PROTECT ALL TREES NOT SPECIFICALLY DESIGNATED FOR REMOVAL,

. REFER TO DETAILS AND SPECIFICATIONS FOR INFORMATION.

PROCEED WITH PLANTING & SEEDING ONLY WHEN EXISTING & FORECASTED WEATHER
CONDITIONS PERMIT,

ING N

ALL DISTURBED AREAS TQ BE SEEDED WITH SPECIFIED SEED MIX AS

SHOWN ON PLAN. AREAS DISTURBED OUTSIDE THE LIMITS OF WORK SHALL BE
SEEDED AT THE COWTRACTOR'S OWN EXPENSE WITH THE SPECIFIED SEED MIX AS
SHOWN ON THE PLANS

SEED MIXES SHALL BE APPLIED AT RATES AS LISTED.

SEEDING TO BE COORDINATED WITH PLANTING PLAN. SEEDING TO WORK
IN CONJUNCTION WITH NEWLY PLANTED PLUGS.

MAINTAIN SEEDED AREAS BY WATERING AND REPLANTING AS NECESSARY TO
ESTABLISH A UNIFORMLY DENSE STAND OF SPECIFIED GRASS AND UNTIL ACCEPTED.
CONTRACTOR TQO PROVIDE WATER.

ANY AREAS FAILING TO ESTABLISH A STAND SHALL BE RESEEDED & REPLANTED AS
DIRECTED BY THE OWNER AT NO ADDITIONAL COST TO THE OWNER.

THE CONTRACTOR SHALL REPAIR ANY DAMAGE TO THE WORK AREAS RESULTING
FROM EROSION AND/OR EQUIPMENT. NO ADDITIONAL PAYMENT SHALL BE ALLOWED
FOR EROSION AND/OR EQUIPMENT MAINTENANCE. THE CONTRACTOR SHALL REPAIR
DAMAGE, INCLUGING REGRADING, RESEEDING, ETC. AS NECESSARY, BEFORE
SIGNIFICANT DAMAGE QCCURS.

FERTILIZER SHALL NOT BE APPLIED TO ANY AREAS,

MMEN M
PLANTING SEPTEMBER - NOVEMBER MARCH-MAY
SEEDING: LATE QCTOBER - MIDDLE NOVEMBER
PLUG INSTALLATION: AFRIL-MAY

a

a.

b

<.

k.

AREA 3 AK
Parmanenl Grosses & Sadges:

Holgnical Name.

Andropogon gerardil
Calamagrostis canadensis
Carex frankil

Carex lurida

Carex sparqoniodes v. cephaloidec

Elymus virginicus
Panicum wrgalum
Sceripus pendulus
Sorghastrum nulons
Sparting pectinata

Temporary Cover

Aveng sativa
Lolium multiflorum

Forbs:

Asler novae—anglice
Boptiswo loclea
Chompecrisia fosciculalo
Corgopsis tripteris
Desmedium illinoense
Ermgium peecifolum
Flipendulg rubro
Genlianag ondrewsii
Helenium autumncle
Helionthus grasseserratus
Lespedaza capitala
Liatris spicata

Monorda fislulesa
Parihenium inlegrifolium
Physoslagin virgmicna
Pycnanthgmum wirglaignum
Raltibido pinnata
Rudbeckio hirta
Rudbaeckia laciniata
Rudbeckia subtomentasa
Silphkem integrifolium
Silphfwm lociniotum
Silphirm perfdliatum
Silphien  terebinlhingceumn
Scolldago juncea
Sdlidage rigldo

Solidago rugosa
Tradescentio ohiensis
Yernonia fasciculala
Vernonia gigonteg
Veronicastrum virginicum
Lizia aursa

ARFA 4

UPLAND MEADOW MIX {3.804C).

Comman Spiderwart 1. CONTRACTOR TO MAINTAIN AREA THE SAME AS UPLAND MEADOW.

Common Ironwaed
Smoolh Toll Ironwesd

PLAND MEADOW N
AC). WET TQ MESIC PRAIRIE MIX SHALL IN : 1. CONTRACTOR SHALL NOT DISTURB ANY SOIL UNLESS DIRECTED BY OWNER.
3,240 5. 2. CONTRACTOR SHALL APPLY A NONE PERSISTING BROAD—-LEAF HERBICIOE TQO AREA IN
EARLY SEPTEMBER OQVER EXISTING VEGETATION.
Common Name 0z./Age
: 3. CONTRACTOR SHALL DORMANT SEED USING A SEED DRILL OF APPROPRIATE TYPE FOR
gg.ﬂ;?g:'“ b NATIVE SEED OVER EMISTING VEGETATION. EVENLY DISTRIBUTE SEED BY SOWING EQUAL
Bristly Cattod Secga e GQUANTITIES [N TWO DIRECTIONS AT RIGHT ANGLES TQ EACH OTHER.
Botllebrush Sedge 2.00
Rough—Clustered Sedge 200 4. JNSTALL SEED WHEM SOIL IS SUFFICIENTLY DRY SO THAT SOIL DOES NOT STICK TO THE
Virginia Wild Rye 16.00 PACKER WHEELS ON THE DRILL.
Swilch Grass 1.50
Red Bu'rush 0.25 5. ENSURE THE DRILL IS PROPERLY CALIBRATED TO SOW THE SPECIFIED AMOUNT OF SEED
Indion Grass 6.00 OVER THE SPECIFIED AREA. ENSURE COMPLETE COVERAGE OF SPECIFIED AREA.
Proirie Cord Grass — 200
Tolal 7525
UPLAND MEADOW MAINTENANCE:
Common Oat 350.00 i. MOW AT A HEIGHT OF 4 TO 6 INCHES ONCE A MONTH OR WHENEVER WEED GROWTH
Anrud Rye 120.00 REACHES 10 INCHES FOR THE REMAINDER OF THE FIRST SEASON.
Total 480.00
2. IF COOL SEASON WEED GROWTH IS HEAVY IN THE SPRING OF THE SECOND SEASON, MOW
ONCE [N LATE MAY.
Hew England Asler 0.25
Whita Wid Indigo 0.75
Pariridge Pea 6.00 )
Tall Coreopsiz 3.00 4
Ninoa Tick Trafod 0.50 1. FOR ACCEFTANCE AT THE MID-POINT OF THE SECOND GROWING SEASON, THE FOLLOWING
Ratllesnoke Master 2.00 CONDITIONS SHALL BE MET:
Queen of tha Prairia 0.25
Botlle Genlian 0.25 A COVERAGE — 65% OF EACH PLANT COMMUNITY SHALL BE COVERED WITH VEGETATION;
'g"m;:-“fhd - g-gg B PRESENCE — 50% OF THE SPECIES PLANTED SHOULD BE ALIVE AND PRESENT,
P Haadud Bosh Clover Tan C.  AHUNDANCE — 25% OF THE VEGETATION SHOULD BE NATIVE SPECIES OF THE
Marsh Blazing Slar 1.0¢ PERMANENT MATRIX.
Wid Bergamal 0.75
Wid Quinine 1.00 2. REESTABLISH UPLAND MEADOW THAT DO NOT COMPLY WITH REQUIREMENTS AND CONTINUE
Obedient Plont 0.25 MAINTENANCE UNTIL UPLAND MEADOW ARE SATISFACTORY.
Common Mauntoin Minl 1.0Q
Bttt Sumen P 3. ALL WORK UNDER THIS ITEM SHALL BE GUARANTEED AGAINST ANY AND ALL DEFECTS IN
Wi Caden Glow To0 WORKMANSHIP AND MATERIALS APFEARING WITHIN A PERIOD OF ONE g ) YEAR AFTER
Sweet Block-Eyed Sason 0.50 FINAL COMPLETION AND ACCEPTANCE OF THIS ITEM BY THE OWNER AT THE END OF THE
Rosin Weed 100 SECOND GROWING SEASON. CONTRACTOR SHALL REPLACE, WITHOUT ADDITIONAL EXPENSE
Compazs Plont 2.00 TO THE OWNER, ANY MATERIALS AND WORKMANSHIP THAT SHOW DEFECTS WATHIN SAID
Cup Plant 300 PERICD, WITH FINISHED AND NEW MATERIAL.
Prairis Dock B.0G
Eory Goldenrad 0.253
Sliff Goldenrod 1.00
Rough Goldenrod 0.25 LAKE_EDGE _MAINTENANCE:
1.25
1.50
1.50
0.25
50

INCLUDE (7# PER_ACRE):

Bolonicg! Ngme
Elymus Canodensis

Andropeqon gerardii, Niagaro

Sorghastru mutons,
Schizachyrium scoparus,
Panicumn wirgatem, Shelter

Gulver's Rool SAMSFACTORY LAKE EDGE:
Golden Alsxandars 0. 1. CONTRACTOR TO FGLLOW ALL GUIDELINES AND REQUIREMENTS SET FORTH FOR THE
Total 4750 UPLAND MEADOW.
5.57
WARM SEASON GRASS MIX SHALL
27,000 S-Y. P1 I-!“iUAI_IIr:!TFELN::'I(':SE:(FOR THE ONE (1) YEAR GUARANTEE PERICD) OF THE FOLLOWING SPECIES
Commen Name Percent Seed " DEEMED DETRIMENTAL TO NATIVE PLANTINGS:
Conado Wid Rye 0%
IR Susstam 2% » TYPHA SPECIES (CATTAILS)
LitUs Bluestem, 20% + PHRAGMITES AUSTRAUS (COMMON REED)
Shelter Switch Gross 20%

» LYTHRUM SALICARIA (PURPLE LOOSESTRIFE)

SUPPLIER: OHIQ PRAIRIE NURSERY, PO BOX 174, HIRAM, QHIQ 44234

330-569-3380, OR APPROVED EQUAL.

UPLANY MEARDDW X ol San QIsPosAL SIMssy:

SATISFACTORY PLUGS:

1. PLANTS SHALL BE GUARANTEED FOR ONE (1) GROWING SEASOM AND DORMANT PERIOD
INCLUDING DEATH AND UNSATISFACTORY GROWTH. THE CONTRACTOR FURTHER
GUARANTEES THAT ALL PLANTS WILL BE IN A HEALTHY, GROWING CONDITION AT THE TIME
OF FINAL INSPECTION.

sme Bl |0, 400 5.V )
2. PLUGS SHALL EXHIBIT VIGOROUS GROWTH AND BE THORQUGHLY RODTED BY THE END OF
siE %1 8,300 S.Y. FIRST GROWING SEASON.
3. A MINIMUM OF S0% OF PLUGS SHALL BE ALIVE AND GROWING AT THE END OF THE FIRST
GROWING SEASON
PL ANT I M 5/SEEOS MUST CoME Fllaph AN 4 AT THE END OF THE GUARANTEE PERIOD, INSPECTION WILL BE MADE @Y THE OWNER UPON

OboT, PRE- QuALIFIEY SUPPLIGA , YNLEYS
OTHERUVISE PERMITTEL BY The UTY ENGINGER.

WRITIEN NQTICE REQUESTING SUCH INSPECTION SUBMITTED BY THE COMTRACTOR AT LEAST
TWO (2) DAYS BEFORE THE ANTICIPATED DATE. ANY PLUG REQUIRED UNDER THIS
CONTRACT THAT IS DEAD OR NOT IN SATISFACTORY GROWTH, AS DETERMINED BY THE
RESIDENT PRGJECT REPRESENTATIVE, SHALL BE REMOVED AND REFLACED DURING THE
PLANTING SEASON.

5. AlL REPLACEMENTS SHALL BE PLUGS OF THE SAME KIND AND SIZE AS SPECIFIED IN THE
PLANT LIST. THEY SHALL BE FURNISHED AND PLANTED AS SPECIFIED UNDER PLANTING;
AND COST SHALL BE BORNE BY THE CONMTRACTOR EXCEPT FOR POSSIBLE REPLACEMENT,
RESULTING FROM REMOVAL, LOSS OR DAMAGE DUE TO OCCUPANCY OF THE PROJECT IN
ANY PART BY THE OWNER,

6. FINAL ACCEPTANCE OF THIS CONTRACT SHALL TAKE PLACE AFTER REPLACEMENT
OPERATION IS SATISFACTORILY COMPLETED AND ALL PLANTS ARE (N A HEALTHY GROWNG
CONDITION.

mEN
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STIP DETAL
ROF RCD DETAIL
DROE ROD Do GENERAL__FENCING NOTES
1 BOTIDM OF CONWCRLTE DASL SvALL BE €E7 SELOW FROST UNE {SCE LOCAL CODE}
CONCRETE BASE 1S RECOMMENDED WiniMUM AND SeQull BI REDESIGNED rog
METAL MUSWROOM §109 _533?23"5 WHERE SOL 15 POOR PROVIDE CONCRETE w11~ A 28 GAY STRENGIM OF
INSTALL W/ 50T (Wit 3
(IR AR S % PROVIDE A DIASONAL BRACE ROC AND TURNBUCKLE AS SHOWH, AND ON BOTH
SOES OF THE GATE
PIMSHIGHADE - I oaL FEMCE AND FABRIC SHALL RE wOT QIPREL GALVANZED
NN S RINAT
BRSNS YRS " -
,\‘,}}\/‘é&)\// ; /\:_\//> ,)>\/\,/\\/ 4 BCITOM EDGE OF QAT SMALL BE 4 ABOVE FA'SWED GRADL
S "\\\' o A PIRE SHALL BE SCHEDWLE 40 (UMLLSE GIHERWISE NGIED)
N ,1‘19/ // 3

5
6 GATEFENCE SMaLL BE ' FABRIC
7 FABRC TC HAVE 20 O7 2NC FER 5C F7

CONCRETE

—\ 8 THE DROF ROD AND LOCKING MECHAMISM OF THE CATE SWALL BE OF SUCH
MANUFACTURING THAT WHEN THE GATE 1S CLOSED AND (OCKEC THE DRCP RO
SHALL NOT BC MOVEABLE FURTHERMCORE, THE DRO® RCC AND 1OCKING MECHANMSM
SHALL BE MANUFACTURED SUCH THAT THERL £X%7TS TwE CAPACITY FOR A CHAN
7O BE USED AS THE LOCKING MECHANISM

MUSHRCOM STOP DETAIL S A POSTE SHALL BE PLUMB

SCAE KTS 10 HOLD OPEN / GATE KEEPERS INSTALL PER MANUFACTURERS SPECIFICATIONS
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CANTON, OHIO

DANIEL J MOEGLIN, P.E , CITY ENGINEER

OFFICE OF THE CITY ENGINEER
2438 30th STREET N.E. #4705

FAIRHOPE NATURE PRESERVE BASIN
DRIVE & PARKING LOCATION
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PROJECT DATA

TOTAL AREA (DETENTION PARCEL)

.'.....-.---......-. 5

AREA TO UNDERGO EXCAVATION,

FILLING OR GRADING — — — _ . __

—~— —B8.0 AC

RUNOFF COEFFICIENT FOR
PRE—CONSTRUCTION SITE — — — — — — —

RUNOQFF COEFFICIENT FOR
POST CONSTRUCTION SIE

SOIL DATA

Ex R/W

FAIRHOPE DITCH

SUBSEQUENT RECEMVING WATER — __ __ __ EAST BRANCH NIMISHILLEN CREEK

# \Lond projecta\O3\ES=011 300n S| Fuck Sewsr\LEQO3-011\Fingl To cllenl\Conlroct 1\050110e0!_Cl.dwg by smilober on OF/03/2008 © 11-47.00 om ~ for M~k Camponiss, e

IEMPORARY SOIL EROSION AND SEDIMENT CONTROL:

THE CONTRACTOR SHALL PREVENT AND/OR REDUCE AND
CONTROL SOIL EROSION RESULTING FROM THE PROPOSED
IMPROVEMENTS, THE USE OF SILT FENCING, JUTE MATING,
TEMPORARY SEEDING, S0D, SILT CHEGKS, INLET PROTECTION
AROUND ALL CATCH BASINS, AND STABILIZED CONSTRUGCTION
ENTRANCE(S) ETC. WILL BE REQUIRED, SEDIMENT CONTROL
STRUCTURES/DEVICES SHALL BE INSTALLED IN

WITH ODOT SPECIFICATION 207, STANDARD CONSTRUCTION
DRAWING DM 4.4, AND THE MANUAL RAINWATER AND [AND

SECOND £D(TION DAJED 1996. SEDIMENT CONTROL
DEVICES MUST BE INSTALLED PRIOR TD BEGINNING ANY
CONSTRUCTION ACTMTY. THE CONTRACTOR SHALL BE
RESPONSIBLE FOR CONTINUED INSPECTION AND MAINTENANCE
OF ALL SEDIMENT CONTROL DEVICES. THE CONTRACTOR SHALL
FOLLOW THE REQUIREMENTS SET FORTH OM THE APPROVED
STORM WATER FOLLUTION PREVENTION PLAN. THE CONTRAGTOR
MAY REQUEST FIELD MOODIFICATIONS, IF NECESSARY, TO THE
CATY OF CANTON TO FULLY COMPLY WITH EPA GUIDELINES.

THE RETENTION BASIN TEST PIT (ELEV. 1070-71083) WILL
SERVE AS A TEMPORARY SEDIMENT BASIN. THE TEMPORARY
SEDIMENT BASIN SHOULD BE ENCLOSED WITH A TEMPORARY
LIGHTWEIGHT SILT CURTAIN AT THE APPROXIMATE LOCATION
SHOWN IN THE PLAN, THE CURTAIN SHOULD HAVE THE
FOLLOWING SPECIFICATIONS:

{TEM 630 — SPECIA— SEDIMENT CURTAIN
*FABRIC—POLYESTER REINFORCED VINYL HIGH ISIBIUTY YELLOW

*CONNECTOR—SECTIONS SHALL BE LACED TOGETHER THROUGH
GROMMETS AND LOAD UNES BOLTED TOGETHER

*FLOTATION=8"EXPANDED POLYSTYRENE OVER 9iba./ft
BUOYANCY

$BALLAST-4"CALVANIZED CHAIN (.71bs/ft)
*HEIGHT— 51t

ANLA

PROJECT DESCRIPTION:

1
THE PROJECT CONSISTS OF THE CONSTRUCTION OF A :
DETENTION BASIN ON A PARCEL OF LAND OWNED BY |
THE CITY OF CANTON. |
) [
13;
USGS QUADRANT NO. 40081-63-TF-024 14
CANTON EAST, OHID in
LONGITUDE — B1°19'04™W h
LATITUDE — 40°49'47"N L
* LONGITUDE AND LATTTUDE TO 1 i
APPROX, CENTER OF PROJECT f
i
ESTIMATED QUANTITIES 1
07 207 207 207 B90 -fs
5g LEGEND |E
5 L2 i
e . E féz% £ #§E§ .\x FILTER FABRIC FENCE A 't
3 25 > g
EEE% 55 8BS a% Eaa'n? . CONSTRUCTION LIMITS |3
Kol | 22 | BB3 | BE | GEBS 1t
INLET PROTECTION i
FT FT S.Y. C.Y. FT 58
5900 60 3540 1000 450
QUANTITIES CARRIED TO GENERAL SUMMARY

€

\

STORM WATER POLLUTION PREVENTION PLAN

1]

HORIZONT AL
SCALE IN FEET
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CITY OF CANTON
30TH ST. NE
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{SEE SHEET 3)
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AS PER PLAN

FOR PIPE PROFILES,

SEE SHEETS 8-9
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